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English version 
 
 
Replace penultimate paragraph of ZA.3 with the following:  
 
"The CE marking symbol and items a) to g) above shall accompany the product and shall be included 
with the installation instructions. Additionally, at least the CE marking symbol and item a) of all of this 
information shall be affixed to the door coordinator device and optionally, on its packaging". 
 
 
 

Version française 
 
 
Remplacer l’avant dernier alinéa du paragraphe ZA.3 « Marquage CE et étiquetage »  par : 
 
Le symbole du marquage CE et les points a) à g) doivent être inclus dans les instructions de montage 
accompagnant le produit. En complément, le symbole du marquage CE et le point a) de ces 
informations doivent au moins être apposés sur le dispositif de sélection de vantaux et 
optionnellement sur son emballage. » 
 
 
 

Deutsche Fassung 
 
 
Der vorletzte Absatz in Anhang ZA.3 wird wie folgt ersetzt: 
 
Das CE Kennzeichnungssymbol und die obigen Angaben a) bis g) müssen in der dem Produkt 
beigefügten Montageanleitung enthalten sein. 
Zusätzlich müssen mindestens das CE-Kennzeichnungssymbol und Punkt a) all dieser Angaben auf 
dem Türschließer und wahlweise auf seiner Verpackung angebracht werden. 
 
 
 


